NOTES:

1. NO FIRE HYDRANTS ARE PERMITTED ON
PRIVATE FIRE SERVICE LINES.

2. FIRE SERVICE LINES WITH FIRE HYDRANT(S)
SHALL BE PUBLIC WATER MAINS LOCATED
WITHIN A RECORDED PUBLIC UTILITY
EASEMENT. THE POST INDICATOR VALVE
SHALL BE LOCATED AFTER THE MOST
DOWNSTREAM HYDRANT ON THE MAIN.

3. FIRE SERVICE LINES WITH HYDRANTS SHALL
BE 6" MINIMUM DIAMETER.

4. POST INDICATOR VALVES FOR PRIVATE FIRE
SERVICE LINES SHALL BE LOCATED AS
SHOWN.

5. RPZ MAY BE LOCATED IN BUILDING IF
BUILDING IS LESS THAN 200 LINEAR FEET
FROM THE WATER MAIN SERVING THE
BUILDING.

6. FIRE HYDRANT REQUIRED WITHIN 100" MAX
OF FDC OR AS APPROVED OTHERWISE BY
THE FIRE MARSHALL.

7. FDC MAY BE REQUIRED TO BE A 5" STORZ

DOMESTIC SERMICE, TYP\

SPRINKLER RISER ROOM WITH APPROVED

BACKFLOW PREVENTER ASSEMBLY

(SEE STANDARD SPRINKLER RISER DETAIL
/ AND NOTE 5)

BUILDING

FIRE HYDRANT

(@ REMOTE FIRE DEPARTMENT

CONNECTION AT STREET R/W OR ALONG
FIRE LANE INTERIOR TO DEVELOPMENT

(SEE DETAIL W-16)

WITH 30 DEGREE FIXED ELBOW WITH KNOX R/W
LOCKING CAPS AS REQUIRED BY THE FIRE s
MARSHALL, OR EASEMENT LINE

8. A 5" STORZ CONVERSION KIT WILL BE
REQUIRED ON ALL NEW FIRE HYDRANTS AND
EXISTING FIRE HYDRANTS HAVING NST
THREADS WITHIN 1,000 FEET (VIA A FIRE

WATER MAIN—\

@ FDC SIAMESE ==

FIRE SERVICE, TYP
ON BUILDING (PERMITTED PRIVATE)\
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ADJACENT TO RIGHT—OF—WAY
(SEE NOTE 3)

POST INDICATOR VALVE LOCATED
/ WITHIN 5'x5" MINIMUM UTILITY EASEMENT

APPROVED BACKFLOW PREVENTER
ASSEMBLY ON DOMESTIC WATER
SUPPLY—COMMERCIAL AND INDUSTRIAL
CUSTOMERS—MAY BE LOCATED IN
BUILDING MECHANICAL ROOM

LAPPROVED BACKFLOW PREVENTER

DOMESTICJ

WATER METER

VALVE, TYP w

>

kASSEMBLY FOR IRRIGATION
IRRIGATION METER

WYE

DEPARTMENT HOSE LAY METHOD) OF NEW
COMMERCIAL BUILDINGS AND MULTI-FAMILY

BUILDING OCCUPANCIES AND ADDITIONS,
CHANGE OF USE OR RENOVATIONS TO
EXISTING COMMERCIAL OCCUPANCY BUILDINGS
PER THE COUNTY FIRE PREVENTION

ORDINANCE.

N

SPRINKLER VALVE TRIM AREA

APPROACH CLEARANCE

TOP VIEW CLASS 350 FLANGED

DIP FITTING _\

NOTES: REDUCER OR

REDUCER ELBOW

— SPRINKLER RISER SHALL BE INSIDE BUILDING

— ACCESS SHALL BE PROVIDED FROM EXTERIOR
OF BUILDING AND LOCK SHALL BE KEYED TO
BRUNSWICK COUNTY STANDARD LOCK

MINIMUM (2) 3/4” ROD

(STAINLESS STEEL RODS

BOLTS, AND WASHERS)

ROADWAY

LOCATION SCHEMATIC FOR FIRE

SERVICE-=DOMESTIC & [IRRIGATION

MINIMUM (2) 3/4” ROD
(STAINLESS STEEL RODS
BOLTS, AND WASHERS
OR MEGA—LUG)

—

DETAIL W—=14

EXCESS PRESSURE RELIEF
(OR AT INSP. TEST)

WATER MOTOR TO SPRINKLER SYSTEM

GONG
ALARM VALVE WITH
GAUGES AND RETARD 0%

APPROVED RPZ ASSEMBLY
(18" CLEARANCE ON SIDES)
(MOUNT HORIZONTAL ONLY)

WATER FLOW SWITCH
(MUST TIE INTO A
CENTRAL STATION)

FDC CHECK VALVE

TO FDC
(18"-36" ABOVE
FINISHED GRADE)

T L\ BALL DRIP VALVE
12" MIN. MAIN DRAIN

CLEAR TO OUTSIDE

'.q\._ 4'4'_"4'
\_PIPE STAND
(TYP)

D.I. PIPE

/!

CONCRETE THRUST BLOCK

SECTION "A—A"

STANDARD SPRINKLER RISER
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TO SPRINKLER RISER ‘
(O:E A FIRE DEPARTMENT SIAMESE
REMOTE CONNECTION
a4

T ; 2’0" MIN

VERTICAL CHECK VALVE 0" 50" MAX

MECHANICAL JOINTS TYCO MODEL CV-1F OR \ - ’

(TYPICAL) L ? EQUAL — -
FINISHED GRADE 6” X 18" CONCRETE NO PARKING IN
| LSLEEVE M
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L viNiMuM (2) 3/4” RODS W/
BITUMINOUS COATING (TYP.)

REMOTE FIRE DEPARTMENT CONNECTION
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11— NOTES:

= 1. ALL REMOTE CONNECTIONS MUST BE WITHIN

100 FEET OF A FIRE HYDRANT OR AS

APPORVED OTHERWISE BY THE FIRE

MARSHALL.

2. FIRE DEPARTMENT CONNECTION CAN BE
ATTACHED TO BUILDING — SEE W-14

3. FDC MAY BE REQUIRED TO BE A 5" STORZ
WITH 30 DEGREE FIXED ELBOW WITH KNOX
LOCKING CAPS AS REQUIRED BY THE FIRE
MARSHALL.

4. A 5" STORZ CONVERSION KIT WILL BE
REQUIRED ON ALL NEW FIRE HYDRANTS AND
EXISTING FIRE HYDRANTS HAVING NST
THREADS WITHIN 1,000 FEET (VIA A FIRE
DEPARTMENT HOSE LAY METHOD) OF NEW
COMMERCIAL BUILDINGS AND MULTI-FAMILY
BUILDING OCCUPANCIES AND ADDITIONS,
CHANGE OF USE OR RENOVATIONS TO
EXISTING COMMERCIAL OCCUPANCY BUILDINGS
PER THE COUNTY FIRE PREVENTION
ORDINANCE.

DE TAIL W—=16

/ Revisions \

1.1 - DATED 12/8/2016
Revise Detail Numbers

1.2 - DATED 3/26/2019
Revise Details W-14 & W-16

1.3 - DATED 11/5/2019
Revise Details W-14 & W-16

COUNTY OF BRUNSWICK

GENERAL WATER DETAILS
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